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           DRAWING / STAMPING / METALFORMING LUBRICANTS 

 
PICODRAW 4012 
 

Synthetic (all metals use)  
Chlorine-free, sulfur-free water dilutable metal forming lubricant.  

PICODRAW 4030 Synthetic (all metals use)  
Concentrate. Dilute with water for most drawing and forming 
applications.   

PICODRAW 4030 HD Heavy-duty version of PICODRAW 4030. 

PICODRAW 4030 GEL Synthetic (all metals use)  
A synthetic “gel” lubricant for bending and forming steel, stainless 
steel and aluminumized tubes and pipes.    

PICODRAW 4030 R  An environmentally friendly synthetic metal forming lubricant for 
use on non-ferrous (including copper and brass) and ferrous 
metals.  

PICODRAW 4042 Synthetic (all metals use)  
Concentrate. Dilute with water for heavy duty drawing and forming 
applications.  Especially good for stainless steel applications.  

PICODRAW 4066 Oil-based Lubricant (all metals use) Primarily a swaging 
lubricant. Use as received.   

PICODRAW 4067 Oil-based Lubricant (all metals use) heavy-duty drawing for 
moderate to severe drawing on carbon and stainless alloys.   
Use as received. 

  

PICOFORM 4700 Vanishing Lubricant (ferrous, galvanized, and pre-painted steel)  
Light to medium-duty forming, stamping, bending, or blanking.  
No clean-off required. Use as received.  

PICOFORM 4705 Vanishing Lubricant (ferrous and non-ferrous metals)  
Multipurpose, "oil-free" synthetic lubricant for forming and cutting. 

PICOFORM 4730 Vanishing Lubricant (ferrous, galvanized, and pre-painted steel)  
Light to medium duty forming, stamping, bending, or blanking.  
No clean-off required. Use as received. 

  

PICOSPIN 4016 Synthetic (all metals use)  
Warer-based spinning lubricant.  Does not containing oil or 
chloring. Environmentally friendly and biodegradable.  
Use as received.    
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