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STEEL PLATE INDUSTRY
SPP SERIES RUST AND CORROSION INHIBITORS
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PICO SPP SERIES RUST AND CORROSION INHIBITORS HELP ELIMINATE REJECTS, DOWN GRADING,
REWORKING OR SCRAPPING VALUABLE INVENTORY CAUSED BY RUST AND CORROSION AND WILL

LEAD TO INCREASED PRODUCTIVITY, PROFITABILITY AND CUSTOMER CONFIDENCE.

PRODUCT

APPLICATION

DESCRIPTION

PICO SPP 105
Solvent-based

Spray / immerse on steel surfaces to 90°F (32°C).
Water-displacing, non-discernible film.

Use as received.
Long-term indoor protection.
Limited outdoor protection.

PICO SPP 205
Solvent-based

Spray / immerse on steel surfaces to 140°F (60°C).
Water-displacing, non-discernible film.

Use as received.
Short-term indoor protection.

PICO SPP 142
Solvent-based

Spray / immerse on steel surfaces to 140°F (60°C).
Water-displacing, non-discernible film.

Use as received.
Long-term indoor protection.
Limited outdoor protection.

PICO SPP 252
Solvent-based

Spray / immerse on steel surfaces to 140°F (60°C).
Water-displacing, non-discernible film.
Excellent acid atmosphere protection.

Use as received.
Long-term indoor protection.
Limited outdoor protection.

PICO SPP 233 Spray / immerse on steel surfaces to 200°F (93°C). Use as received.

Oil-based Water-displacing, non-discernible light film. Short-term indoor protection.
PICO SPP 200 Spray / immerse on steel surfaces to 300°F (149°C). Dilutes with water.

Oil-based Water-emulsifiable.

Short-term indoor protection.

PICO SPP 17625
Synthetic

Spray / immerse roll on steel surfaces from 32°- 200°F
(0°- 93°C). Water-based, clear, dry film.

Use as received.
Short-term indoor protection.

PICO SPP 17642
Synthetic

Spray / immerse roll on steel surfaces from 32°- 200°F
(0°-93°C). Clear, hydrophobic dry film.

Use as received.
Long-term indoor protection.

PICO SPP 39-87
Water-based
Hybrid Acrylic

Airless / air-assisted spray. Roll coat and brush-on.
Substrate application from 50°- 220°F (10°- 104°C).
Grey in color.

Use as received.
Long-term indoor and outdoor
protection.
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The description, statements and recommended use of this product are guidelines and may vary due to minor changes Certlfled
in formulation or manufacture, as to the date of printing. Because the use of this product is beyond the control of PICO Chemical,

Workhorse Products LLC and we assume no liability for incidental, consequential, or direct damages regardless of cause.
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